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Pre-Engineered Systems Configurations

I Zone 1

00000000
o)
o 3
3 EVX-100 3
@) (6]
O (@]
I'e)} (@]
Q 3
o o}
o)
|
00000000 Zone 2
o)
o 3
SEVX-100EQ
o) O
o) (@]
Ie) O
o 3
o o)
o
Model Number EVAX 200

OOOOOOOO Oo@@g@o@
0o 0 B Zone 1
Q o
S Evx-100 9 Q EVX-4z % Zone 2
9 S § a Zone 3
o) 0 o
5 o) 3 Q| Zone 4
Ie) (0] o 00|
S Q|
[e]e]e]o]e]o]0]
00000000 O@O%?@O@
o 0 o Zone 5
€] [o]0)
0 o}
SEVX-100E3 S EVX-4z® Zone 6
9 S 3 a Zone 7
O (@] 8 O
3 0 0 Q Zone 8
1o (0] o 00|
8 Q
[e]e]e]o]e]o]0]
Model Number EVAX 200/8Z2

Functional Block Diagrams

Maximum Load for each Evacuation Speaker Circuit is 25 Watts
(15W for an EVAX 25). Never exceed the total wattage of the amplifier.

VAXSYSTEMS 33 Chestnut St. New Haven, CT 06511
SOUND SOLUTIONS (203) 752-1806 FAX 752-1906





